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Section 22a-174-18. Control of particulate matter and visible emissions.

EFFECTIVE APRIL 1, 2004

 (3) Mobile sources. Except as provided in subsection (j) of this section, no person shall
cause or allow:

(A) Any visible emissions from a gasoline powered mobile source for longer than five (5) consecutive seconds;

(B) Visible emissions from a diesel powered mobile source of a shade or density equal to or darker than twenty percent (20%) opacity for more than ten (10) consecutive seconds, during which time the maximum shade or density shall be no darker than forty percent (40%) opacity; or

(C) A mobile source to operate for more than three (3) consecutive minutes when such mobile source is not in motion, except as follows:
(i) When a mobile source is forced to remain motionless because of traffic conditions or mechanical difficulties over which the operator has no control,
(ii) When it is necessary to operate defrosting, heating or cooling equipment to ensure the safety or health of the driver or passengers,
(iii) When it is necessary to operate auxiliary equipment that is located in or on the mobile source to accomplish the intended use of the mobile source,
(iv) To bring the mobile source to the manufacturer’s recommended operating temperature,
(v) When the outdoor temperature is below twenty degrees Fahrenheit (20 degrees F),
(vi) When the mobile source is undergoing maintenance that requires such mobile source be operated for more than three (3) consecutive minutes, or
 (vii) When a mobile source is in queue to be inspected by U.S. military personnel prior to gaining access to a U.S. military installation.
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